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... e altri 150 contatti per ricevere assistenza 
su ammeraalbeltech.com
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Competenza professionale, soluzioni 
di qualità e assistenza locale per 

soddisfare tutte le vostre esigenze 
riguardanti i nastri trasportatori
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Argentina
T +54 11 4218 2906
info-ar@ammeraalbeltech.com 

Australia
T +61 3 8780 6000
info-au@ammeraalbeltech.com

Austria
T +43 171728 133
info-de@ammeraalbeltech.com

Belgio
T +32 2 466 03 00
info-be@ammeraalbeltech.com

Canada
T +1 905 890 1311
info-ca@ammeraalbeltech.com

Cile
T +56 2 233 12900 
info-cl@ammeraalbeltech.com 

Cina
T +86 512 8287 2709
info-cn@ammeraalbeltech.com

Colombia
T +57 1 893 9890
info-co@ammeraalbeltech.com

Corea del Sud
T +82 31 448 3613-7
info-kr@ammeraalbeltech.com

Danimarca
T + 45 7572 3100
info-dk@ammeraalbeltech.com

Finlandia
T +358 207 911 400
info-fi @ammeraalbeltech.com

Francia
T +33 3 20 90 36 00
info-fr@ammeraalbeltech.com

Germania
T +49 4152 937-0
info-de@ammeraalbeltech.com

India
T +91 44 265 34 244
info-in@ammeraalbeltech.com

Israele
T +972 4 6371485
info-il@ammeraalbeltech.com

Italia
T +39 051 660 60 06
info-it@ammeraalbeltech.com

Japan
T +81 52 433 7400
info-jp@ammeraalbeltech.com 

Lussemburgo
T +352 26 48 38 56
info-lu@ammeraalbeltech.com

Malesia
T +60 3 806 188 49
info-my@ammeraalbeltech.com

Messico 
T +52 55 5341 8131
info-mx@ammeraalbeltech.com 

Paesi Bassi
T +31 72 57 51212
info-nl@ammeraalbeltech.com

Perù
T +51 1 713 0069
info-pe@ammeraalbeltech.com

Polonia
T +48 32 44 77 179
info-pl@ammeraalbeltech.com

Portogallo
T +351 22 947 94 40
info-pt@ammeraalbeltech.com

Regno Unito
T +44 1992 500550
info-uk@ammeraalbeltech.com

Repubblica Ceca
T +420 567 117 211
info-cz@ammeraalbeltech.com

Singapore
T +65 62739767
info-sg@ammeraalbeltech.com

Slovacchia
T +421 255648542
info-sk@ammeraalbeltech.com

Spagna
T +34 93 718 3054 
info-es@ammeraalbeltech.com

Stati Uniti
T +1 847 673 6720
info-us@ammeraalbeltech.com

Svezia
T +46 (0) 10 130 96 00
info-se@ammeraalbeltech.com

Svizzera
T +41 55 2253 535
info-ch@ammeraalbeltech.com

Tailandia
T +66 2 902 2604-13
info-th@ammeraalbeltech.com

Turchia
T +90 232 877 0700
info-tr@ammeraalbeltech.com 

Ungheria
T +36 30 311 6099 
info-hu@ammeraalbeltech.com

Vietnam
T +84 8 376 562 05
info-vn@ammeraalbeltech.com

Informazioni Generali 
di Contatto:

Ammeraal Beltech 
P.O. Box 38
1700 AA Heerhugowaard
The Netherlands

T +31 (0)72 575 1212
info@ammeraalbeltech.com

ammega.com

Member of Ammega Group.

Catene a Tapparella in Acciaio
- Overview di prodotto

Innovation and
Service in Belting

IT

Catene ad elevate prestazioni
per applicazioni esigenti



Catene in acciaio di riferimento per
l’industria alimentare

• 	 Catene in acciaio rinforzato al carbonio
• 	 Catene in acciaio inossidabile ferritico
• 	 Catene in acciaio inossidabile austenitico

Gamma Classic

Applicazioni

•	 Contenitori in vetro per la conservazione di alimenti: marmellate, salse, omogeneizzati, ecc..
•	 Bevande e imbottigliamento
•	 Impianti di produzione di contenitori in vetro
•	 Linee di riempimento di contenitori in vetro

Percorso Rettilineo

Percorso curvilineo
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Datasheet: uni 810 Single Hinge
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Slat Top Steel Chain
Straight running chain
Pitch: 38.1 mm (1.50 in)
Backflex radius:  
150.0 mm (5.91 in)

Standard shipping lengths:
coils of 80 in, 
3.048 m (10 ft)

E G H L P Q T PD

mm in mm in mm in mm in mm in mm in mm in mm in

6.4 0.25 44.5 1.75 9.9 0.39 6.5 0.26 38.1 1.50 42.5 1.67 3.0 0.12 1.6 0.06

uni 810Series Type Single Hinge
Slat Top Steel Chain

EN

Width (W) Weight Permissible  
tensile strength  

N/lbf

Chain  
material

Pin  
material* 

Surface

mm in kg/m lb/ft Roughness Hardness

K225 57.1 2.25 2.18 1.46

4000 / 899
S1045  

(Heat-treaded  
Carbon Steel)

S1045  
(Case-hardened  
Carbon Steel)

> 0.5 µm 43 HRC

K250 63.5 2.50 2.25 1.51

K325 82.6 3.25 2.65 1.78

K400 101.6 4.00 3.00 2.02

K450 114.3 4.50 3.30 2.22

K600 152.4 6.00 4.20 2.82

K750 190.5 7.50 5.10 3.43

* Chains with special hardened pin (HP) for additional wear resistance and higher corrosion strength are made to order.
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Datasheet: uni 812 Single Hinge

uni 812Series Type Single Hinge
Slat Top Stainless Steel Chain

EN

Slat Top Stainless Steel Chain
Straight running chain
Pitch: 38.1 mm (1.50 in)
Backflex radius:  
150.0 mm (5.91 in)

Standard shipping lengths:
coils of 80 in, 
3.048 m (10 ft)

E G H L P Q T PD

mm in mm in mm in mm in mm in mm in mm in mm in

6.4 0.25 44.5 1.75 9.9 0.39 6.5 0.26 38.1 1.50 42.5 1.67 3.0 0.12 1.6 0.06

Width (W) Weight Permissible  
tensile strength  

N/lbf

Chain  
material

Pin  
material* 

Surface

mm in kg/m lb/ft Roughness Hardness

K225 57.1 2.25 2.18 1.46

2250 / 506

ASI 430  
(Work hardened  

ferritic  
stainless steel)

AISI 431 
(Work hardened  

magnetic  
stainless steel)

< 0.5 µm 20 HRC

K250 63.5 2.50 2.25 1.51

K325 82.6 3.25 2.65 1.28

K400 101.6 4.00 3.00 2.02

K450 114.3 4.50 3.30 2.22

K600 152.4 6.00 4.20 2.82

K750 190.5 7.50 5.10 3.43

* Chains with special hardened pin (HP) for additional wear resistance and higher corrosion strength are made to order.
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Datasheet: uni 815 Plus+ Single Hinge
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uni 815Series

Slat Top Stainless Steel Chain

EN

Slat Top Stainless Steel Chain
Straight running chain
Pitch: 38.1 mm (1.50 in)
Backflex radius:  
150.0 mm (5.91 in)

Standard shipping lengths:
coils of 80 in, 
3.048 m (10 ft)

E G H L P Q T PD

mm in mm in mm in mm in mm in mm in mm in mm in

6.4 0.25 44.5 1.75 9.9 0.39 6.5 0.26 38.1 1.50 42.5 1.67 3.0 0.12 1.6 0.06

Width (W) Weight Permissible  
tensile strength  

N/lbf

Chain  
material

Pin  
material* 

Surface

mm in kg/m lb/ft Roughness Hardness

K325 82.6 3.25 2.65 1.78

3000 / 674

S420 35 
(Special Work  

hardened  
Crome-nickel  

ferriticc  
Stainless Steel) 

AISI 431 
(Work hardened 

magnetic  
Stainless Steel)

< 0.3 µm 30 HRC

K330 83.8 3.30 2.70 1.81

K400 101.6 4.00 3.00 2.02

K450 114.3 4.50 3.30 2.22

K600 152.4 6.00 4.20 2.82

K750 190.5 7.50 5.10 3.43

* Chains with special hardened pin (HP) for additional wear resistance and higher corrosion strength are made to order.

Type Single Hinge
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Width (W) Weight Permissible  
tensile strength  

N/lbf

Chain  
material

Pin  
material* 

Surface

mm in kg/m lb/ft Roughness Hardness

K750 190.5 7.50 5.80 3.90 6000 / 1349
S1045  

(Heat-treaded  
Carbon Steel)

S1045  
(Case-hardened  
Carbon Steel)

> 0.5 µm 43 HRC

* Chains with special hardened pin (HP) for additional wear resistance and higher corrosion strength are made to order.
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Datasheet: uni 800 Double Hinge
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uni 800Series

Slat Top Steel Chain

EN

TRAVEL
Slat Top Steel Chain
Straight running chain
Pitch: 38.1 mm (1.50 in)
Backflex radius:  
150.0 mm (5.91 in)

Standard shipping lengths:
coils of 80 in, 
3.048 m (10 ft)

E G H L P Q T PD

mm in mm in mm in mm in mm in mm in mm in mm in

6.4 0.25 82.5 3.25 9.9 0.39 6.5 0.26 38.1 1.50 80.5 3.17 3.0 0.12 1.6 0.06

Type Double Hinge

ST
A

N
D

A
RD

Datasheet: uni 802 Double Hinge
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mm in mm in mm in mm in mm in mm in mm in mm in

6.4 0.25 82.5 3.25 9.9 0.39 6.5 0.26 38.1 1.50 80.5 3.17 3.0 0.12 1.6 0.06

Slat Top Stainless Steel 
Chain
Straight running chain
Pitch: 38.1 mm (1.50 in)
Backflex radius:  
150.0 mm (5.91 in)

Standard shipping lengths:
coils of 80 in, 
3.048 m (10 ft)

TRAVEL

uni 802Series

Slat Top Stainless Steel Chain

EN

Type Double Hinge

Width (W) Weight Permissible  
tensile strength  

N/lbf

Chain  
material

Pin  
material* 

Surface

mm in kg/m lb/ft Roughness Hardness

K750 190.5 7.50 5.80 3.90 3500 / 787

ASI 430  
(Work hardened  

ferritic  
stainless steel)

AISI 431 
(Work hardened  

magnetic  
stainless steel)

< 0.5 µm 20 HRC

* Chains with special hardened pin (HP) for additional wear resistance and higher corrosion strength are made to order.

Cerniera singola Cerniera singola Cerniera singola Cerniera doppia Cerniera doppia

uni 810 uni 812 uni 815 uni 800 uni 802
Acciaio rinforzato al 
carbonio

Acciaio inossidabile 
ferritico

Acciaio inossidabile 
austenitico

Acciaio rinforzato al 
carbonio

Acciaio inossidabile 
ferritico
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Datasheet: uni 881 Tab
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uni 881Series Type Tab
Slat Top Steel Chain

EN

TRAVEL

Slat Top Steel Chain
Side flexing chain
Pitch: 38.1 mm (1.50 in)
Backflex radius:  
76.2 mm (3.00 in)

Standard shipping lengths:
coils of 80 in, 
3.048 m (10 ft)

E G H J K L P Q T

mm in mm in mm in mm in mm in mm in mm in mm in mm in

6.4 0.25 44.5 1.75 16.3 0.64 56.2 2.21 12.7 0.50 6.5 0.26 38.1 1.50 43.0 1.69 3.0 0.12

Width (W) Min. radius (R) Weight Permissible  
tensile strength  

N/lbf

Chain  
material

Pin  
material* 

Surface

mm in mm in kg/m lb/ft Roughness Hardness

K325 82.6 3.25 457 17.99 2.90 1.95

4000 / 899
S1045 

(Heat-treaded  
Carbon Steel)

S1045 
(Case-hardened  
Carbon Steel)

< 0.5 µm 43 HRCK450 114.3 4.50 500 19.69 3.60 2.42

K750 190.5 7.50 500 19.69 5.30 3.56

* Chains with special hardened pin (HP) for additional wear resistance and higher corrosion strength are made to order.
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Datasheet: uni 881 Tab
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uni 881Series Type Tab
Slat Top Stainless Steel Chain

EN

Slat Top Stainless Steel Chain
Side flexing chain
Pitch: 38.1 mm (1.50 in)
Backflex radius:  
76.2 mm (3.00 in)

Standard shipping lengths:
coils of 80 in, 
3.048 m (10 ft)

E G H J K L P Q T

mm in mm in mm in mm in mm in mm in mm in mm in mm in

6.4 0.25 44.5 1.75 16.3 0.64 56.2 2.21 12.7 0.50 6.5 0.26 38.1 1.50 43.0 1.69 3.0 0.12

Width (W) Min. radius (R) Weight Permissible  
tensile strength  

N/lbf

Chain  
material

Pin  
material* 

Surface

mm in mm in kg/m lb/ft Roughness Hardness

K325 82.6 3.25
200 7.90

2.90 1.95

2250 / 506

AISI 430 
(Work hardened 

ferritic  
Stainless Steel)

AISI 431 
(Work hardened 

magnetic  
Stainless Steel)

< 0.5 µm 20 HRC

457 18.00

K450 114.3 4.50 500 19.69 3.60 2.42

K750 190.5 7.50 500 19.69 5.30 3.56

* Chains with special hardened pin (HP) for additional wear resistance and higher corrosion strength are made to order.
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Datasheet: uni 881 Tab
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uni 881Series Type Tab

EN

Slat Top Stainless Steel Chain
Side flexing chain
Pitch: 38.1 mm (1.50 in)
Backflex radius:  
76.2 mm (3.00 in)

Standard shipping lengths:
coils of 80 in, 
3.048 m (10 ft)

E G H J K L P Q T

mm in mm in mm in mm in mm in mm in mm in mm in mm in

6.4 0.25 44.5 1.75 16.3 0.64 56.2 2.21 12.7 0.50 6.5 0.26 38.1 1.50 43.0 1.69 3.0 0.12

Width (W) Min. radius (R) Weight Permissible  
tensile strength  

N/lbf

Chain  
material

Pin  
material* 

Surface

mm in mm in kg/m lb/ft Roughness Hardness

K325 82.6 3.25 457 17.99 2.90 1.95

2250 / 506

AISI 304 
(Work hardened 

Crome-nickel 
18/8 austenitic  
Stainless Steel)

AISI 304 
(Work hardened 

Crome-nickel 
18/8 austenitic  
Stainless Steel)

< 0.5 µm 26 HRCK450 114.3 4.50 500 19.69 3.60 2.42

K750 190.5 7.50 500 19.69 5.30 3.56

* Chains with special hardened pin (HP) for additional wear resistance and higher corrosion strength are made to order.

Slat Top Stainless Steel Chain
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Datasheet: uni 881 Bevel
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TRAVEL

Slat Top Stainless Steel Chain
Side flexing chain
Pitch: 38.1 mm (1.50 in)
Backflex radius: 
76.2 mm (3.00 in)

Standard shipping lengths:
coils of 80 in, 
3.048 m (10 ft)

E G* G** H L P Q T

mm in mm in mm in mm in mm in mm in mm in mm in

6.4 0.25 41.3 1.63 46.6 1.83 11.2 0.44 6.5 0.26 38.1 1.50 43.0 1.69 3.0 0.12

*Curve, ** Straight

uni 881Series Type Bevel
Slat Top Stainless Steel Chain

EN

Width (W) Min. radius (R) Weight Permissible  
tensile strength  

N/lbf

Chain  
material

Pin  
material* 

Surface

mm in mm in kg/m lb/ft Roughness Hardness

K325 82.6 3.25 457 17.99 2.90 1.95

4000 / 899
S1045  

(Heat-treaded  
Carbon Steel)

S1045  
(Case-hardened  
Carbon Steel)

> 0.5 µm 43 HRCK450 114.3 4.50 500 19.69 3.60 2.42

K750 190.5 7.50 500 19.69 5.30 3.56

* Chains with special hardened pin (HP) for additional wear resistance and higher corrosion strength are made to order.
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Datasheet: uni 881 Bevel
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Slat Top Stainless Steel Chain
Side flexing chain
Pitch: 38.1 mm (1.50 in)
Backflex radius: 
76.2 mm (3.00 in)

Standard shipping lengths:
coils of 80 in, 
3.048 m (10 ft)

E G* G** H L P Q T

mm in mm in mm in mm in mm in mm in mm in mm in

6.4 0.25 41.3 1.63 46.6 1.83 11.2 0.44 6.5 0.26 38.1 1.50 43.0 1.69 3.0 0.12

*Curve, ** Straight

uni 881Series Type Bevel
Slat Top Stainless Steel Chain

EN

Width (W) Min. radius (R) Weight Permissible  
tensile strength  

N/lbf

Chain  
material

Pin  
material* 

Surface

mm in mm in kg/m lb/ft Roughness Hardness

K325 82.6 3.25 457 17.99 2.90 1.95

2250 / 506

AISI 304 
(Work hardened 
Crome-nockel 
18/8 austenitic  
Stainless Steel)

AISI 304 
(Work hardened 
Crome-nockel 
18/8 austenitic  
Stainless Steel)

< 0.5 µm 26 HRCK450 114.3 4.50 500 19.69 3.60 2.42

K750 190.5 7.50 500 19.69 5.30 3.56

* Chains with special hardened pin (HP) for additional wear resistance and higher corrosion strength are made to order.

Tab Tab Tab Bevel Bevel

uni 881 Tab uni 881 Tab V2 uni 881 Tab V3 uni 881 Bevel uni 881 Bevel V2
Acciaio rinforzato al 
carbonio

Acciaio inossidabile 
ferritico

Acciaio inossidabile 
austenitico

Acciaio rinforzato al 
carbonio

Acciaio inossidabile 
austenitico
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Datasheet: uni 815 Plus+ Single Hinge
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uni 815Series

Slat Top Stainless Steel Chain

EN

Slat Top Stainless Steel Chain
Straight running chain
Pitch: 38.1 mm (1.50 in)
Backflex radius:  
150.0 mm (5.91 in)

Standard shipping lengths:
coils of 80 in, 
3.048 m (10 ft)

E G H L P Q T PD

mm in mm in mm in mm in mm in mm in mm in mm in

6.4 0.25 44.5 1.75 9.9 0.39 6.5 0.26 38.1 1.50 42.5 1.67 3.0 0.12 1.6 0.06

Width (W) Weight Permissible  
tensile strength  

N/lbf

Chain  
material

Pin  
material* 

Surface

mm in kg/m lb/ft Roughness Hardness

K325 82.6 3.25 2.65 1.78

3000 / 674

S420 35 
(Special Work  

hardened  
Crome-nickel  

ferriticc  
Stainless Steel) 

AISI 431 
(Work hardened 

magnetic  
Stainless Steel)

< 0.3 µm 30 HRC

K330 83.8 3.30 2.70 1.81

K400 101.6 4.00 3.00 2.02

K450 114.3 4.50 3.30 2.22

K600 152.4 6.00 4.20 2.82

K750 190.5 7.50 5.10 3.43

* Chains with special hardened pin (HP) for additional wear resistance and higher corrosion strength are made to order.

Type Single Hinge
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Datasheet: uni 805 Plus+ Double Hinge
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TRAVEL
Slat Top Stainless Steel Chain
Straight running chain
Pitch: 38.1 mm (1.50 in)
Backflex radius:  
150.0 mm (5.91 in)

Standard shipping lengths:
coils of 80 in, 
3.048 m (10 ft)

E G H L P Q T PD

mm in mm in mm in mm in mm in mm in mm in mm in

6.4 0.25 82.5 3.25 9.9 0.39 6.5 0.26 38.1 1.50 80.5 3.17 3.0 0.12 1.6 0.06

Width (W) Weight Permissible  
tensile strength  

N/lbf

Chain  
material

Pin  
material* 

Surface

mm in kg/m lb/ft Roughness Hardness

K750 190.5 7.50 5.80 3.90 4500 / 1012

S420 35 
(Special Work  

hardened  
Crome-nickel ferritic  

Stainless Steel)

AISI 431 
(Work hardened 

magnetic  
Stainless Steel)

< 0.3 µm 30 HRC

* Chains with special hardened pin (HP) for additional wear resistance and higher corrosion strength are made to order.

uni 805Series

Slat Top Stainless Steel Chain
Type Double Hinge

ST
A

N
D

A
RD

Datasheet: uni 8811 Plus+ Tab
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uni 8811Series Type Tab
Slat Top Stainless Steel Chain

EN

TRAVEL

Slat Top Stainless Steel Chain
Side flexing chain
Pitch: 38.1 mm (1.50 in)
Backflex radius: 
76.2 mm (3.00 in)

Standard shipping lengths:
coils of 80 in, 
3.048 m (10 ft)

E G H J K L P Q T

mm in mm in mm in mm in mm in mm in mm in mm in mm in

6.4 0.25 44.5 1.75 16.3 0.64 56.2 2.21 12.7 0.50 6.5 0.26 38.1 1.50 43.0 1.69 3.0 0.12

Width (W) Min. radius (R) Weight Permissible  
tensile strength  

N/lbf

Chain  
material

Pin  
material* 

Surface

mm in mm in kg/m lb/ft Roughness Hardness

K325 82.6 3.25 500 19.69 3.10 2.08 3000 / 674

S420 35 
(Special Work  

hardened  
Crome-nickel 

ferritic  
Stainless Steel)

AISI 431 
(Work hardened 

magnetic  
Stainless Steel)

< 0.3 µm 30 HRC

* Chains with special hardened pin (HP) for additional wear resistance and higher corrosion strength are made to order.
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Datasheet: uni 8811 Plus+ Magnetic
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uni 8811Series Type Magnetic
Slat Top Stainless Steel Chain

EN

Slat Top Stainless Steel Chain
Side flexing chain
Pitch: 38.1 mm (1.50 in)
Backflex radius: 
76.2 mm (3.00 in)

Standard shipping lengths:
coils of 80 in, 
3.048 m (10 ft)

* Chains with special hardened pin (HP) for additional wear resistance and higher corrosion strength are made to order.

E G H L P Q T

mm in mm in mm in mm in mm in mm in mm in

6.4 0.25 44.0 1.73 9.9 0.39 6.5 0.26 38.1 1.50 42.2 1.66 3.0 0.12

Width (W) Min. radius (R) Weight Permissible  
tensile strength  

N/lbf

Chain  
material

Pin  
material* 

Surface

mm in mm in kg/m lb/ft Roughness Hardness

K325 82.6 3.25

500 19.69

2.50 1.68

3000 / 674

S420 35 
(Special Work  

hardened  
Crome-nickel 

ferritic  
Stainless Steel)

AISI 431 
(Work hardened 

magnetic  
Stainless Steel)

< 0.3 µm 30 HRC

K330 83.8 3.30 2.65 1.78

•	 Acciaio inossidabile più resistente
•	 Superficie con nuova finitura
•	 Superficie più levigata
•	 Ridotta resistenza allo scorrimento
•	 Per linee di produzione ad alta velocità
•	 Movimentazione più stabile dei contenitori

Vantaggi

Utilizzate il meglio!

Le migliori catene del settore

Scaricate le schede tecniche dettagliate dal 
sito web www.ammeraalbeltech.com

Gamma

Percorso Rettilineo

Percorso curvilineo

Cerniera singola Cerniera doppia

uni 815 Plus+ uni 805 Plus+ 
Acciaio inossidabile 
particolarmente resistente

Acciaio inossidabile 
particolarmente resistente

Tab Magnetica

uni 8811 Plus+ Tab uni 8811 Plus+ Magnetic
Acciaio inossidabile 
particolarmente resistente

Acciaio inossidabile particolarmente 
resistente
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... e altri 150 contatti per ricevere assistenza 
su ammeraalbeltech.com
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Competenza professionale, soluzioni 
di qualità e assistenza locale per 

soddisfare tutte le vostre esigenze 
riguardanti i nastri trasportatori
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Argentina
T +54 11 4218 2906
info-ar@ammeraalbeltech.com 

Australia
T +61 3 8780 6000
info-au@ammeraalbeltech.com

Austria
T +43 171728 133
info-de@ammeraalbeltech.com

Belgio
T +32 2 466 03 00
info-be@ammeraalbeltech.com

Canada
T +1 905 890 1311
info-ca@ammeraalbeltech.com

Cile
T +56 2 233 12900 
info-cl@ammeraalbeltech.com 

Cina
T +86 512 8287 2709
info-cn@ammeraalbeltech.com

Colombia
T +57 1 893 9890
info-co@ammeraalbeltech.com

Corea del Sud
T +82 31 448 3613-7
info-kr@ammeraalbeltech.com

Danimarca
T + 45 7572 3100
info-dk@ammeraalbeltech.com

Finlandia
T +358 207 911 400
info-fi @ammeraalbeltech.com

Francia
T +33 3 20 90 36 00
info-fr@ammeraalbeltech.com

Germania
T +49 4152 937-0
info-de@ammeraalbeltech.com

India
T +91 44 265 34 244
info-in@ammeraalbeltech.com

Israele
T +972 4 6371485
info-il@ammeraalbeltech.com

Italia
T +39 051 660 60 06
info-it@ammeraalbeltech.com

Japan
T +81 52 433 7400
info-jp@ammeraalbeltech.com 

Lussemburgo
T +352 26 48 38 56
info-lu@ammeraalbeltech.com

Malesia
T +60 3 806 188 49
info-my@ammeraalbeltech.com

Messico 
T +52 55 5341 8131
info-mx@ammeraalbeltech.com 

Paesi Bassi
T +31 72 57 51212
info-nl@ammeraalbeltech.com

Perù
T +51 1 713 0069
info-pe@ammeraalbeltech.com

Polonia
T +48 32 44 77 179
info-pl@ammeraalbeltech.com

Portogallo
T +351 22 947 94 40
info-pt@ammeraalbeltech.com

Regno Unito
T +44 1992 500550
info-uk@ammeraalbeltech.com

Repubblica Ceca
T +420 567 117 211
info-cz@ammeraalbeltech.com

Singapore
T +65 62739767
info-sg@ammeraalbeltech.com

Slovacchia
T +421 255648542
info-sk@ammeraalbeltech.com

Spagna
T +34 93 718 3054 
info-es@ammeraalbeltech.com

Stati Uniti
T +1 847 673 6720
info-us@ammeraalbeltech.com

Svezia
T +46 (0) 10 130 96 00
info-se@ammeraalbeltech.com

Svizzera
T +41 55 2253 535
info-ch@ammeraalbeltech.com

Tailandia
T +66 2 902 2604-13
info-th@ammeraalbeltech.com

Turchia
T +90 232 877 0700
info-tr@ammeraalbeltech.com 

Ungheria
T +36 30 311 6099 
info-hu@ammeraalbeltech.com

Vietnam
T +84 8 376 562 05
info-vn@ammeraalbeltech.com

Informazioni Generali 
di Contatto:

Ammeraal Beltech 
P.O. Box 38
1700 AA Heerhugowaard
The Netherlands

T +31 (0)72 575 1212
info@ammeraalbeltech.com

ammega.com

Member of Ammega Group.


