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… 还有其它多达150 处服务点，敬请访问网址：
ammeraalbeltech.com

常用联系方式:

Ammeraal Beltech 
P.O. Box 38
1700 AA Heerhugowaard
The Netherlands

T +31 (0)72 575 1212
info@ammeraalbeltech.com

ammega.com

Member of Ammega Group.

阿根廷
T +54 11 4218 2906
info-ar@ammeraalbeltech.com

澳大利亚
T +61 3 8780 6000
info-au@ammeraalbeltech.com

奥地利
T +43 171728 133
info-de@ammeraalbeltech.com

比利时
T +32 2 466 03 00
info-be@ammeraalbeltech.com

波兰
T +48 32 44 77 179
info-pl@ammeraalbeltech.com

丹麦
T + 45 7572 3100
info-dk@ammeraalbeltech.com

德国
T +49 4152 937-0
info-de@ammeraalbeltech.com

法国
T +33 3 20 90 36 00
info-fr@ammeraalbeltech.com

芬兰
T +358 207 911 400
info-fi @ammeraalbeltech.com

韩国
T +82 31 448 3613-7
info-kr@ammeraalbeltech.com

荷兰
T +31 72 57 51212
info-nl@ammeraalbeltech.com

加拿大
T +1 905 890 1311
info-ca@ammeraalbeltech.com

哥伦比亚
T +57 1 893 9890
info-co@ammeraalbeltech.com 

捷克共和国
T +420 567 117 211
info-cz@ammeraalbeltech.com

卢森堡
T +352 26 48 38 56
info-lu@ammeraalbeltech.com

马来西亚
T +60 3 806 188 49
info-my@ammeraalbeltech.com

美国
T +1 847 673 6720
info-us@ammeraalbeltech.com

葡萄牙
T +351 22 947 94 40
info-pt@ammeraalbeltech.com

瑞典
T +46 (0) 10 130 96 00
info-se@ammeraalbeltech.com

瑞士
T +41 55 2253 535
info-ch@ammeraalbeltech.com

斯洛伐克
T +421 255648542
info-sk@ammeraalbeltech.com

泰国
T +66 2 902 2604-13
info-th@ammeraalbeltech.com

西班牙
T +34 937 183 054 
info-es@ammeraalbeltech.com

新加坡
T +65 62739767
info-sg@ammeraalbeltech.com

匈牙利
T +36 30 311 6099 
info-hu@ammeraalbeltech.com

意大利
T +39 051 660 60 06
info-it@ammeraalbeltech.com

印度
T +91 44 265 34 244
info-in@ammeraalbeltech.com

英国
T +44 1992 500550
info-uk@ammeraalbeltech.com

越南
T +84 8 376 562 05
info-vn@ammeraalbeltech.com

智利
T +56 2 233 12900 
info-cl@ammeraalbeltech.com 

中国
T +86 512 8287 2709
info-cn@ammeraalbeltech.com

以色列
T +972 4 6371485
info-il@ammeraalbeltech.com

墨西哥 
T +52 55 5341 8131
info-mx@ammeraalbeltech.com

土耳其
T +90 232 877 0700
info-tr@ammeraalbeltech.com

日本
T +81 52 433 7400
info-jp@ammeraalbeltech.com

秘鲁
T +51 1 713 0069
info-pe@ammeraalbeltech.com

随时恭候垂询，为您提供切实可行的解决方案

我们提供专家建议、
质量解决方案和本地服务，

满足您在输送带方面的所有需求

无
缝

带
合

成
输

送
带

模
组

带

均
质

  输
送

带
加

工
与

服
务

定
制

带

uni-chains® 平顶金属链系列
- 产品概述

Innovation and
Service in Belting

CN

高性能链条
用于要求较高的应用情形



食品加工行业领先的
金属链解决方案

• 硬化碳素钢金属链
• 铁素体不锈钢金属链
• 奥氏体不锈钢金属链

经典系列

应用

• 食品包装罐：果酱、调味酱、婴儿食品等等
• 饮料和装瓶
• 玻璃容器制造工厂
• 玻璃容器灌装生产线

直行链条

转弯链
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Datasheet: uni 810 Single Hinge
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Slat Top Steel Chain
Straight running chain
Pitch: 38.1 mm (1.50 in)
Backflex radius:  
150.0 mm (5.91 in)

Standard shipping lengths:
coils of 80 in, 
3.048 m (10 ft)

E G H L P Q T PD

mm in mm in mm in mm in mm in mm in mm in mm in

6.4 0.25 44.5 1.75 9.9 0.39 6.5 0.26 38.1 1.50 42.5 1.67 3.0 0.12 1.6 0.06

uni 810Series Type Single Hinge
Slat Top Steel Chain

EN

Width (W) Weight Permissible  
tensile strength  

N/lbf

Chain  
material

Pin  
material* 

Surface

mm in kg/m lb/ft Roughness Hardness

K225 57.1 2.25 2.18 1.46

4000 / 899
S1045  

(Heat-treaded  
Carbon Steel)

S1045  
(Case-hardened  
Carbon Steel)

> 0.5 µm 43 HRC

K250 63.5 2.50 2.25 1.51

K325 82.6 3.25 2.65 1.78

K400 101.6 4.00 3.00 2.02

K450 114.3 4.50 3.30 2.22

K600 152.4 6.00 4.20 2.82

K750 190.5 7.50 5.10 3.43

* Chains with special hardened pin (HP) for additional wear resistance and higher corrosion strength are made to order.
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Datasheet: uni 812 Single Hinge

uni 812Series Type Single Hinge
Slat Top Stainless Steel Chain

EN

Slat Top Stainless Steel Chain
Straight running chain
Pitch: 38.1 mm (1.50 in)
Backflex radius:  
150.0 mm (5.91 in)

Standard shipping lengths:
coils of 80 in, 
3.048 m (10 ft)

E G H L P Q T PD

mm in mm in mm in mm in mm in mm in mm in mm in

6.4 0.25 44.5 1.75 9.9 0.39 6.5 0.26 38.1 1.50 42.5 1.67 3.0 0.12 1.6 0.06

Width (W) Weight Permissible  
tensile strength  

N/lbf

Chain  
material

Pin  
material* 

Surface

mm in kg/m lb/ft Roughness Hardness

K225 57.1 2.25 2.18 1.46

2250 / 506

ASI 430  
(Work hardened  

ferritic  
stainless steel)

AISI 431 
(Work hardened  

magnetic  
stainless steel)

< 0.5 µm 20 HRC

K250 63.5 2.50 2.25 1.51

K325 82.6 3.25 2.65 1.28

K400 101.6 4.00 3.00 2.02

K450 114.3 4.50 3.30 2.22

K600 152.4 6.00 4.20 2.82

K750 190.5 7.50 5.10 3.43

* Chains with special hardened pin (HP) for additional wear resistance and higher corrosion strength are made to order.
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Datasheet: uni 815 Plus+ Single Hinge
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uni 815Series

Slat Top Stainless Steel Chain

EN

Slat Top Stainless Steel Chain
Straight running chain
Pitch: 38.1 mm (1.50 in)
Backflex radius:  
150.0 mm (5.91 in)

Standard shipping lengths:
coils of 80 in, 
3.048 m (10 ft)

E G H L P Q T PD

mm in mm in mm in mm in mm in mm in mm in mm in

6.4 0.25 44.5 1.75 9.9 0.39 6.5 0.26 38.1 1.50 42.5 1.67 3.0 0.12 1.6 0.06

Width (W) Weight Permissible  
tensile strength  

N/lbf

Chain  
material

Pin  
material* 

Surface

mm in kg/m lb/ft Roughness Hardness

K325 82.6 3.25 2.65 1.78

3000 / 674

S420 35 
(Special Work  

hardened  
Crome-nickel  

ferriticc  
Stainless Steel) 

AISI 431 
(Work hardened 

magnetic  
Stainless Steel)

< 0.3 µm 30 HRC

K330 83.8 3.30 2.70 1.81

K400 101.6 4.00 3.00 2.02

K450 114.3 4.50 3.30 2.22

K600 152.4 6.00 4.20 2.82

K750 190.5 7.50 5.10 3.43

* Chains with special hardened pin (HP) for additional wear resistance and higher corrosion strength are made to order.

Type Single Hinge
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TTRAVEL

Width (W) Weight Permissible  
tensile strength  

N/lbf

Chain  
material

Pin  
material* 

Surface

mm in kg/m lb/ft Roughness Hardness

K750 190.5 7.50 5.80 3.90 6000 / 1349
S1045  

(Heat-treaded  
Carbon Steel)

S1045  
(Case-hardened  
Carbon Steel)

> 0.5 µm 43 HRC

* Chains with special hardened pin (HP) for additional wear resistance and higher corrosion strength are made to order.
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Datasheet: uni 800 Double Hinge
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uni 800Series

Slat Top Steel Chain

EN

TRAVEL
Slat Top Steel Chain
Straight running chain
Pitch: 38.1 mm (1.50 in)
Backflex radius:  
150.0 mm (5.91 in)

Standard shipping lengths:
coils of 80 in, 
3.048 m (10 ft)

E G H L P Q T PD

mm in mm in mm in mm in mm in mm in mm in mm in

6.4 0.25 82.5 3.25 9.9 0.39 6.5 0.26 38.1 1.50 80.5 3.17 3.0 0.12 1.6 0.06

Type Double Hinge
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Datasheet: uni 802 Double Hinge
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E G H L P Q T PD

mm in mm in mm in mm in mm in mm in mm in mm in

6.4 0.25 82.5 3.25 9.9 0.39 6.5 0.26 38.1 1.50 80.5 3.17 3.0 0.12 1.6 0.06

Slat Top Stainless Steel 
Chain
Straight running chain
Pitch: 38.1 mm (1.50 in)
Backflex radius:  
150.0 mm (5.91 in)

Standard shipping lengths:
coils of 80 in, 
3.048 m (10 ft)

TRAVEL

uni 802Series

Slat Top Stainless Steel Chain

EN

Type Double Hinge

Width (W) Weight Permissible  
tensile strength  

N/lbf

Chain  
material

Pin  
material* 

Surface

mm in kg/m lb/ft Roughness Hardness

K750 190.5 7.50 5.80 3.90 3500 / 787

ASI 430  
(Work hardened  

ferritic  
stainless steel)

AISI 431 
(Work hardened  

magnetic  
stainless steel)

< 0.5 µm 20 HRC

* Chains with special hardened pin (HP) for additional wear resistance and higher corrosion strength are made to order.

单铰链 单铰链 单铰链 双铰链 双铰链

uni 810 uni 812 uni 815 uni 800 uni 802
硬化碳素钢 铁素体不锈钢 奥氏体不锈钢 硬化碳素钢 铁素体不锈钢
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Datasheet: uni 881 Tab
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uni 881Series Type Tab
Slat Top Steel Chain

EN

TRAVEL

Slat Top Steel Chain
Side flexing chain
Pitch: 38.1 mm (1.50 in)
Backflex radius:  
76.2 mm (3.00 in)

Standard shipping lengths:
coils of 80 in, 
3.048 m (10 ft)

E G H J K L P Q T

mm in mm in mm in mm in mm in mm in mm in mm in mm in

6.4 0.25 44.5 1.75 16.3 0.64 56.2 2.21 12.7 0.50 6.5 0.26 38.1 1.50 43.0 1.69 3.0 0.12

Width (W) Min. radius (R) Weight Permissible  
tensile strength  

N/lbf

Chain  
material

Pin  
material* 

Surface

mm in mm in kg/m lb/ft Roughness Hardness

K325 82.6 3.25 457 17.99 2.90 1.95

4000 / 899
S1045 

(Heat-treaded  
Carbon Steel)

S1045 
(Case-hardened  
Carbon Steel)

< 0.5 µm 43 HRCK450 114.3 4.50 500 19.69 3.60 2.42

K750 190.5 7.50 500 19.69 5.30 3.56

* Chains with special hardened pin (HP) for additional wear resistance and higher corrosion strength are made to order.
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Datasheet: uni 881 Tab
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uni 881Series Type Tab
Slat Top Stainless Steel Chain

EN

Slat Top Stainless Steel Chain
Side flexing chain
Pitch: 38.1 mm (1.50 in)
Backflex radius:  
76.2 mm (3.00 in)

Standard shipping lengths:
coils of 80 in, 
3.048 m (10 ft)

E G H J K L P Q T

mm in mm in mm in mm in mm in mm in mm in mm in mm in

6.4 0.25 44.5 1.75 16.3 0.64 56.2 2.21 12.7 0.50 6.5 0.26 38.1 1.50 43.0 1.69 3.0 0.12

Width (W) Min. radius (R) Weight Permissible  
tensile strength  

N/lbf

Chain  
material

Pin  
material* 

Surface

mm in mm in kg/m lb/ft Roughness Hardness

K325 82.6 3.25
200 7.90

2.90 1.95

2250 / 506

AISI 430 
(Work hardened 

ferritic  
Stainless Steel)

AISI 431 
(Work hardened 

magnetic  
Stainless Steel)

< 0.5 µm 20 HRC

457 18.00

K450 114.3 4.50 500 19.69 3.60 2.42

K750 190.5 7.50 500 19.69 5.30 3.56

* Chains with special hardened pin (HP) for additional wear resistance and higher corrosion strength are made to order.
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Datasheet: uni 881 Tab
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uni 881Series Type Tab

EN

Slat Top Stainless Steel Chain
Side flexing chain
Pitch: 38.1 mm (1.50 in)
Backflex radius:  
76.2 mm (3.00 in)

Standard shipping lengths:
coils of 80 in, 
3.048 m (10 ft)

E G H J K L P Q T

mm in mm in mm in mm in mm in mm in mm in mm in mm in

6.4 0.25 44.5 1.75 16.3 0.64 56.2 2.21 12.7 0.50 6.5 0.26 38.1 1.50 43.0 1.69 3.0 0.12

Width (W) Min. radius (R) Weight Permissible  
tensile strength  

N/lbf

Chain  
material

Pin  
material* 

Surface

mm in mm in kg/m lb/ft Roughness Hardness

K325 82.6 3.25 457 17.99 2.90 1.95

2250 / 506

AISI 304 
(Work hardened 

Crome-nickel 
18/8 austenitic  
Stainless Steel)

AISI 304 
(Work hardened 

Crome-nickel 
18/8 austenitic  
Stainless Steel)

< 0.5 µm 26 HRCK450 114.3 4.50 500 19.69 3.60 2.42

K750 190.5 7.50 500 19.69 5.30 3.56

* Chains with special hardened pin (HP) for additional wear resistance and higher corrosion strength are made to order.

Slat Top Stainless Steel Chain
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Datasheet: uni 881 Bevel
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TRAVEL

Slat Top Stainless Steel Chain
Side flexing chain
Pitch: 38.1 mm (1.50 in)
Backflex radius: 
76.2 mm (3.00 in)

Standard shipping lengths:
coils of 80 in, 
3.048 m (10 ft)

E G* G** H L P Q T

mm in mm in mm in mm in mm in mm in mm in mm in

6.4 0.25 41.3 1.63 46.6 1.83 11.2 0.44 6.5 0.26 38.1 1.50 43.0 1.69 3.0 0.12

*Curve, ** Straight

uni 881Series Type Bevel
Slat Top Stainless Steel Chain

EN

Width (W) Min. radius (R) Weight Permissible  
tensile strength  

N/lbf

Chain  
material

Pin  
material* 

Surface

mm in mm in kg/m lb/ft Roughness Hardness

K325 82.6 3.25 457 17.99 2.90 1.95

4000 / 899
S1045  

(Heat-treaded  
Carbon Steel)

S1045  
(Case-hardened  
Carbon Steel)

> 0.5 µm 43 HRCK450 114.3 4.50 500 19.69 3.60 2.42

K750 190.5 7.50 500 19.69 5.30 3.56

* Chains with special hardened pin (HP) for additional wear resistance and higher corrosion strength are made to order.
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Datasheet: uni 881 Bevel
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Slat Top Stainless Steel Chain
Side flexing chain
Pitch: 38.1 mm (1.50 in)
Backflex radius: 
76.2 mm (3.00 in)

Standard shipping lengths:
coils of 80 in, 
3.048 m (10 ft)

E G* G** H L P Q T

mm in mm in mm in mm in mm in mm in mm in mm in

6.4 0.25 41.3 1.63 46.6 1.83 11.2 0.44 6.5 0.26 38.1 1.50 43.0 1.69 3.0 0.12

*Curve, ** Straight

uni 881Series Type Bevel
Slat Top Stainless Steel Chain

EN

Width (W) Min. radius (R) Weight Permissible  
tensile strength  

N/lbf

Chain  
material

Pin  
material* 

Surface

mm in mm in kg/m lb/ft Roughness Hardness

K325 82.6 3.25 457 17.99 2.90 1.95

2250 / 506

AISI 304 
(Work hardened 
Crome-nockel 
18/8 austenitic  
Stainless Steel)

AISI 304 
(Work hardened 
Crome-nockel 
18/8 austenitic  
Stainless Steel)

< 0.5 µm 26 HRCK450 114.3 4.50 500 19.69 3.60 2.42

K750 190.5 7.50 500 19.69 5.30 3.56

* Chains with special hardened pin (HP) for additional wear resistance and higher corrosion strength are made to order.

Tab Tab Tab 斜角勾卡 斜角勾卡

uni 881 Tab uni 881 Tab V2 uni 881 Tab V3 uni 881 Bevel uni 881 Bevel V2
硬化碳素钢 铁素体不锈钢 奥氏体不锈钢 硬化碳素钢 奥氏体不锈钢



ST
A

N
D

A
RD

Datasheet: uni 815 Plus+ Single Hinge
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uni 815Series

Slat Top Stainless Steel Chain

EN

Slat Top Stainless Steel Chain
Straight running chain
Pitch: 38.1 mm (1.50 in)
Backflex radius:  
150.0 mm (5.91 in)

Standard shipping lengths:
coils of 80 in, 
3.048 m (10 ft)

E G H L P Q T PD

mm in mm in mm in mm in mm in mm in mm in mm in

6.4 0.25 44.5 1.75 9.9 0.39 6.5 0.26 38.1 1.50 42.5 1.67 3.0 0.12 1.6 0.06

Width (W) Weight Permissible  
tensile strength  

N/lbf

Chain  
material

Pin  
material* 

Surface

mm in kg/m lb/ft Roughness Hardness

K325 82.6 3.25 2.65 1.78

3000 / 674

S420 35 
(Special Work  

hardened  
Crome-nickel  

ferriticc  
Stainless Steel) 

AISI 431 
(Work hardened 

magnetic  
Stainless Steel)

< 0.3 µm 30 HRC

K330 83.8 3.30 2.70 1.81

K400 101.6 4.00 3.00 2.02

K450 114.3 4.50 3.30 2.22

K600 152.4 6.00 4.20 2.82

K750 190.5 7.50 5.10 3.43

* Chains with special hardened pin (HP) for additional wear resistance and higher corrosion strength are made to order.

Type Single Hinge
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Datasheet: uni 805 Plus+ Double Hinge
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TRAVEL
Slat Top Stainless Steel Chain
Straight running chain
Pitch: 38.1 mm (1.50 in)
Backflex radius:  
150.0 mm (5.91 in)

Standard shipping lengths:
coils of 80 in, 
3.048 m (10 ft)

E G H L P Q T PD

mm in mm in mm in mm in mm in mm in mm in mm in

6.4 0.25 82.5 3.25 9.9 0.39 6.5 0.26 38.1 1.50 80.5 3.17 3.0 0.12 1.6 0.06

Width (W) Weight Permissible  
tensile strength  

N/lbf

Chain  
material

Pin  
material* 

Surface

mm in kg/m lb/ft Roughness Hardness

K750 190.5 7.50 5.80 3.90 4500 / 1012

S420 35 
(Special Work  

hardened  
Crome-nickel ferritic  

Stainless Steel)

AISI 431 
(Work hardened 

magnetic  
Stainless Steel)

< 0.3 µm 30 HRC

* Chains with special hardened pin (HP) for additional wear resistance and higher corrosion strength are made to order.

uni 805Series

Slat Top Stainless Steel Chain
Type Double Hinge
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Datasheet: uni 8811 Plus+ Tab
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uni 8811Series Type Tab
Slat Top Stainless Steel Chain

EN

TRAVEL

Slat Top Stainless Steel Chain
Side flexing chain
Pitch: 38.1 mm (1.50 in)
Backflex radius: 
76.2 mm (3.00 in)

Standard shipping lengths:
coils of 80 in, 
3.048 m (10 ft)

E G H J K L P Q T

mm in mm in mm in mm in mm in mm in mm in mm in mm in

6.4 0.25 44.5 1.75 16.3 0.64 56.2 2.21 12.7 0.50 6.5 0.26 38.1 1.50 43.0 1.69 3.0 0.12

Width (W) Min. radius (R) Weight Permissible  
tensile strength  

N/lbf

Chain  
material

Pin  
material* 

Surface

mm in mm in kg/m lb/ft Roughness Hardness

K325 82.6 3.25 500 19.69 3.10 2.08 3000 / 674

S420 35 
(Special Work  

hardened  
Crome-nickel 

ferritic  
Stainless Steel)

AISI 431 
(Work hardened 

magnetic  
Stainless Steel)

< 0.3 µm 30 HRC

* Chains with special hardened pin (HP) for additional wear resistance and higher corrosion strength are made to order.
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Datasheet: uni 8811 Plus+ Magnetic
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uni 8811Series Type Magnetic
Slat Top Stainless Steel Chain

EN

Slat Top Stainless Steel Chain
Side flexing chain
Pitch: 38.1 mm (1.50 in)
Backflex radius: 
76.2 mm (3.00 in)

Standard shipping lengths:
coils of 80 in, 
3.048 m (10 ft)

* Chains with special hardened pin (HP) for additional wear resistance and higher corrosion strength are made to order.

E G H L P Q T

mm in mm in mm in mm in mm in mm in mm in

6.4 0.25 44.0 1.73 9.9 0.39 6.5 0.26 38.1 1.50 42.2 1.66 3.0 0.12

Width (W) Min. radius (R) Weight Permissible  
tensile strength  

N/lbf

Chain  
material

Pin  
material* 

Surface

mm in mm in kg/m lb/ft Roughness Hardness

K325 82.6 3.25

500 19.69

2.50 1.68

3000 / 674

S420 35 
(Special Work  

hardened  
Crome-nickel 

ferritic  
Stainless Steel)

AISI 431 
(Work hardened 

magnetic  
Stainless Steel)

< 0.3 µm 30 HRC

K330 83.8 3.30 2.65 1.78

• 硬度更高的不锈钢
• 新表面抛光
• 更低的表面粗糙度
• 更低的滑动阻力
• 用于高速生产线
• 容器输送更稳定

优点

请使用最好的产品！

行业领先链条解决方案

下载我们的数据表内含整套技术详情，网址： 
www.ammeraalbeltech.com

系列

直行链条

转弯链

单铰链 双铰链

uni 815 Plus+ uni 805 Plus+ 
特殊硬质不锈钢 特殊硬质不锈钢

Tab 磁性

uni 8811 Plus+ Tab uni 8811 Plus+ Magnetic
特殊硬质不锈钢 特殊硬质不锈钢
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… 还有其它多达150 处服务点，敬请访问网址：
ammeraalbeltech.com

常用联系方式:

Ammeraal Beltech 
P.O. Box 38
1700 AA Heerhugowaard
The Netherlands

T +31 (0)72 575 1212
info@ammeraalbeltech.com

ammega.com

Member of Ammega Group.

阿根廷
T +54 11 4218 2906
info-ar@ammeraalbeltech.com

澳大利亚
T +61 3 8780 6000
info-au@ammeraalbeltech.com

奥地利
T +43 171728 133
info-de@ammeraalbeltech.com

比利时
T +32 2 466 03 00
info-be@ammeraalbeltech.com

波兰
T +48 32 44 77 179
info-pl@ammeraalbeltech.com

丹麦
T + 45 7572 3100
info-dk@ammeraalbeltech.com

德国
T +49 4152 937-0
info-de@ammeraalbeltech.com

法国
T +33 3 20 90 36 00
info-fr@ammeraalbeltech.com

芬兰
T +358 207 911 400
info-fi @ammeraalbeltech.com

韩国
T +82 31 448 3613-7
info-kr@ammeraalbeltech.com

荷兰
T +31 72 57 51212
info-nl@ammeraalbeltech.com

加拿大
T +1 905 890 1311
info-ca@ammeraalbeltech.com

哥伦比亚
T +57 1 893 9890
info-co@ammeraalbeltech.com 

捷克共和国
T +420 567 117 211
info-cz@ammeraalbeltech.com

卢森堡
T +352 26 48 38 56
info-lu@ammeraalbeltech.com

马来西亚
T +60 3 806 188 49
info-my@ammeraalbeltech.com

美国
T +1 847 673 6720
info-us@ammeraalbeltech.com

葡萄牙
T +351 22 947 94 40
info-pt@ammeraalbeltech.com

瑞典
T +46 (0) 10 130 96 00
info-se@ammeraalbeltech.com

瑞士
T +41 55 2253 535
info-ch@ammeraalbeltech.com

斯洛伐克
T +421 255648542
info-sk@ammeraalbeltech.com

泰国
T +66 2 902 2604-13
info-th@ammeraalbeltech.com

西班牙
T +34 937 183 054 
info-es@ammeraalbeltech.com

新加坡
T +65 62739767
info-sg@ammeraalbeltech.com

匈牙利
T +36 30 311 6099 
info-hu@ammeraalbeltech.com

意大利
T +39 051 660 60 06
info-it@ammeraalbeltech.com

印度
T +91 44 265 34 244
info-in@ammeraalbeltech.com

英国
T +44 1992 500550
info-uk@ammeraalbeltech.com

越南
T +84 8 376 562 05
info-vn@ammeraalbeltech.com

智利
T +56 2 233 12900 
info-cl@ammeraalbeltech.com 

中国
T +86 512 8287 2709
info-cn@ammeraalbeltech.com

以色列
T +972 4 6371485
info-il@ammeraalbeltech.com

墨西哥 
T +52 55 5341 8131
info-mx@ammeraalbeltech.com

土耳其
T +90 232 877 0700
info-tr@ammeraalbeltech.com

日本
T +81 52 433 7400
info-jp@ammeraalbeltech.com

秘鲁
T +51 1 713 0069
info-pe@ammeraalbeltech.com

随时恭候垂询，为您提供切实可行的解决方案

我们提供专家建议、
质量解决方案和本地服务，

满足您在输送带方面的所有需求
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